
Two-Channel DVR 
TRIMBLE VIDEO INTELLIGENCE 

QUICK INSTALL GUIDE

1 Decide where to place the DVR. Depending 

on make and model of the vehicle, you  

may mount it on the surface of the dash 

panel, overhead storage compartment 

or other convenient location. Ensure that 

the mount surface is clean. Using the 

supplied hook and fastener tape, peel 

off the protective film from one side and 

apply sticky-side down to mount surface. 

Remove the protective film from the other 

side and firmly apply the DVR on top of it. 

Ensure the DVR is securely fastened. 

2 Decide where to place the camera  inside 

the vehicle. The recommended location 

is the center of the windshield toward the 

passenger side. 
 
NOTE – The camera should be no more 

than 2” (5 cm) below the wiper line.

3 Connect the camera cable to the 

extension cable. Route the extension cable 

under or along the headliner to the DVR.

4 Decide where to place the DVR antenna 

in the vehicle; it must have a clear view of 

the sky. For best performance, the antenna 

must be mounted at least 8” (20 cm) away 

from the DVR and other cables. 

 

Remove the protective film and press the 

antenna firmly to mount it. 

 

Route the antenna cable to the DVR and 

connect to the ‘antenna input’.

Ideal camera location

Power

Antenna

Camera 

Assembly

Constant 

(red wire)

Ignition 

(white wire)

Ground 

 (black wire)

Power 

Cable



ACTIVATION

1 Go to dvr.trimblevi.com or scan the 

QR code below.

2 Enter your Username. If you do not know 

your Username, contact your system 

administrator. 

3 Enter your password (password that was 

created during plugin setup).

4 Select your system and login.

5 Enter or scan the DVR serial number, 

then tap search.

6 Enter or scan the vehicle’s VIN.

7 Enter your Vehicle’s ID number. You will 

want this to match your fleet management 

system.

8 Toggle the camera(s) you are activating 

‘ON’ and press pair. DVR paired successfully!

5 Connect the square end of the power cable into the DVR’s ‘power input’. Locate the

vehicle’s fuse panel. Connect the black wire to Ground, red wire to Constant, and white wire 

to Ignition. The DVR has virtual ignition, so connecting the white wire is optional (vehicle 

makes and models will vary; check the owner’s manual to confirm power connections).

6 Connect the camera assembly cable into the  DVR’s ‘camera assembly input’.

Once connected, connect the female end of the extension cable to the camera assembly 

cable labeled ‘CH1’. It is important the extension cable is connected to ‘CH1’ for 

correct viewing in the Video Portal. 

Once all components are connected, turn on the vehicle’s ignition. If installed correctly, 

the LED panel on the DVR will look like the image to the right. If not, ensure all cables are 

securely fastened and the DVR is receiving power.

PWR   AP  CH1  CH2  LTE

RUN  GPS   SD1  SD2  WIFI

Solid LED Blinking LED No LED

To learn more about Trimble Video Intelligence and find additional installation 

support visit transportation.trimble.com/video-intelligence/
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